LRM-ST | HR-ST (& HORSTMANN

Voltage indicator for capacitive measuring points

PRODUCT FEATURES

» LRM-ST: Voltage indicator for low-resistance modified systems,
according to 1EC 62271-213 und IEC 61243-5

» HR-ST: Voltage indicator for high-resistance systems,
according to IEC 61243-5

» No battery supply - Low maintenance

» Fully encapsulated electronics - High functional reliability under all
environmental conditions

LRM-ST Gold-plated contacts - Long service life

Voltage display via flashing LED

» Also suitable for permanent operation on socket modules

LRM-ST und HR-ST type voltage indicators are portable parts of a voltage
detecting system with capacitive single-pole coupling to live parts.
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According to the German accident prevention standard DGUV Regulation
3 (Table 1c), the device is subject to maintenance tests with minimum
intervals of at least 6 years.
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Function tester HR / LRM-ST Example of application
Note: Our proven socket modules (BuMo 2.0) are

available on request for switchgear manufacturers

Technical data LRM-ST HR-ST

Response voltage Vt 4-5V 70—90V

Nominal frequency 50 Hz

Input impedance 2.0—2.4MQ 36.0—43.2 MQ

Flash frequency >1 Hz upon trip voltage

Circuit Sealed in cast resin, water-proof

Housing Polycarbonate, IP 54

Temperature range -25°Cto +55°C

LRM-ST 51-0205-011 Function tester 52-0211-007
HR-ST 51-0205-010

Dimension drawing see on page 27ff | M15/ M16
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